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Application areas:

Cleaning of tools and for application purposes; Thinner
for COELAN Boat Coating (see respective technical in-
formation sheet).

Colour / Gloss:

• transparent

Product features:

• ready to use
• Based on a mixture of organic solvents

Package size:

1 l bottle

Material consumption:

• according to requirements

Shelf Life:

Use by: 12 month
Store in closed original containers in dry rooms at tem-
peratures between +5°C and +25°C. Direct sunlight
and frost should be avoided! To achieve the best re-
sults, it is recommended to store the material at room
temperature for approx. 24 hours prior to use. Opened
containers should be closed air tight and used as soon
as possible.

Mixing ration:

• ready to use

Specific gravity:

approx. 0.87 g/cm³

GISCODE:

M-VM04

Disposal

Disposal when liquid:
EAK 08 04 09
Disposal when cured:
/

Application temperature:

Material, atmospheric and surface temperature: at least
+5°C to max. +30°C.
Relative humidity: < 80 %
The substrate temperature must be at least 3 K above
dew-point temperature.

Application Instructions:

• Use as a thinner for COELAN Boat Coating (see re-
spective technical information sheet).

Always wear personal protective equipment during ap-
plication.

Important notice

Based on our experience and to the best of our knowledge, this tech-
nical data is up to date and all information is current. As there might
be operating conditions of which we have no knowledge and cannot
have any knowledge, this data sheet shall be considered for informa-
tion only and without responsibility. For the benefit of technical ad-
vances and the outcome of such advances, we reserve the right to
make changes to the data without any prior notification. With the is-
suance of this publication, all prior technical information shall be con-
sidered null and void. When you contact us, you have the option to
take advantage of our technical service constultants to find out about
the various applications. Please be advised that all agreements and/
or confirmations must be made in writing. Please ensure to request a
written confirmation after receiving a verbal statement. For the rest,
our terms and payment conditions apply.
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